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FRABRICADA CON UNA OPTIMA ESTRUCTURA PARA MANTENER LA PRECISION Y RIGIDED DE POR VIDA

MODEL : MODEL :
1200 x 2000 mm 1600 x 2000 mm

800 x 1500 mm 1000 x 1500 mm 1200 x 3000 mm 1600 x 3000 mm
800 x 2000 mm 1000 x 2000 mm : 1200 x 4000 mm 1600 x 4000 mm
800 x 3000 mm 1000 x 3000 mm 1200 x 5000 mm 1600 x 5000 mm
1200 x 6000 mm 1600 x 6000 mm




CANTILEVER TYPE SURFACE GRINDERS

PF&-80150AHR PFG-80200AHR PFG-B0300AHR
S PE CI FICATIONS 1001 50AHR 100200AHR 100300AHR

PFG-80400AHR
100400AHR

; 800 x 1500 mm B0OO x 2000 mm B00 x 3000 mm 800 x 4000 mm
PekoheSiee ) 1000x1500mm  1000x2000mm  1000x 3000mm 1000 x 4000 mm
800 x 1500 mm 800 x 2000 mm BOO x 3000 mm BOO x 4000 mm
wWiax. suriaca ground (mm) 1000 x 1500 mm 1000 x 2000 mm 1000 x 3000 mm 1000 x 4000 mm
Mox. disfance from center of 700 mm
spindie 1o fable (mm) 800 mm (Oplion-1000 mm) (Option-900 mm
Table speed (M/min) 3-25 M/min
Table guldaway V and V way
Auio, cross feed incremant [mm) 0.5—~20 mm
Power cross feed [mmimin) 1050 mm/min [60Hz] / 200 mm/min [S0Hz]
Cross feed width on hand wheel 5mm
Trev1gra (mm) 0.02 mm
Ropid power head elevation 240 mmyfmin
Aufo. down feed 0.001 mm -~ 0.1 mm
Verfical down teed with M.PG. X1)0.01 mm  (X5) 0.5 mm pX10] 1 mm
Trev/1gra (mm) (1) 0001 mm (X5 0.005mm  (X10)0.01 mm
Wheel speed (R.PM.) 1740 R.PM. [60Hz] / 1450 R.PM. [50Hz]
Wheel dimension [mm) 406 x 50.8 x 127 mm [max. 406 x 75 x 127 mm)
Spindie molor 10 HP [Opfion—15 HP)
Hydraulic pump motor 7.5HP 10 HP 15HP
Auto. cross feed motor 1/5HP
H'Clrﬂd head slevation motor AC SERVD MOTOR 1Kw
12800 kgs 14300 kgs 17300 kgs 20300 kgs
NI N e 13800 kgs 15300 kgs 18300 kgs 21300 kgs
13800 kgs 15500 kgs 18800 kgs 21800 kgs
Gross weight Kgs 14800 kgs 146500 kgs 19800 kgs 22800 kgs
S16x240x256cm 626 x240x256cm B4A6x240x 256 cm 1066 x 240 x 256 cm
Machine dimension (LxWxH) Sléx266 X256 cm 626X 266%256cm BAAx266x 256 cm 1064 X 266 x 256 cm
Packing dimensions [Lx\WxH) S46x258x297cm 450x258x297cm 750x 258 x 297 cm B850 x 258 x 297 cm
cm C/NO.1 S46x276x297 cm G50 X 276x297cm 750x276x297cm B50x 276 x 297 cm
cm C/NO.2 165 x 165 x 206 cm
# The working lengths can be orderd by the customer, Please contact PERFECT MACHINE CO., LTD.
STANDARD ACCESSORIES
& Grinding Wheel = Wheel Baloncing Base = Parallel Dresser Device
# Wheel Flonge » Wheel Dresser with Diamond = Coolant Sysfemn
e Flonge Extractor » Leveling Screw and Plates » Automatic Down Feed Systemn
» Wheel Balancing Arbor » Tool Box and Tools

Table Size (mm)

Max. surface ground (mm)

Max. distance from center of
spindle to table (mm)

Table speed [M/min)

Table guideway

Auto. cross feed Increment (mm)
Power cross feed (mmy'min)

Cross feed with M.RG.
1revi 1 gra [mm)

[(x1)0.1 mm

Ropid power head elevation
[mmy/rnin)

Auto, down feed

Vertical down feed with M.RG
1revi1gra [mm)

{x1)0.1 mm

Wheel speed (R.FM.)

Wheel dimension (mm)

Spindle motor

Hydraulic pump motor 15 HP
Aulo. cross feed motor

Rapid head elevation malor

Coolant pump

20000 kgs

Machine nel weaight 23000 kas

1000 mm [ Option-1200 mm )

24000 kgs
28000 kgs

DOUBLE COLUMN TYPE SURFACE GRINDERS

PFG-120200AHR | PFG-120300AHR | PFG-120400AHR | PFG-120500AHR | PFG-1204600AHR

1200 x 2000 mm 1200 x 3000 rmnm 1200 x 4000 mm 1200 x 5000 mm 1200 x 4000 mm
14600 x 2000 rmm 14600 x 3000 rmm 15600 x 4000 mm 1600 x 5000 mm 1600 x 4000 mm

1200 x 2000 mm 1200 x 3000 mm 1200 x 4000 mm 1200 x 5000 mm 1200 x 5000 mm
1400 x 2000 mm 1&00 x 3000 mm 1500 x 4000 mm 1600 x 5000 mm 1600 x G000 mim

200 mm | Option-1100 mm )

1-25 M/min
Vaond V woy
0.1 - 40 mm
#00 mmymin

(x5) 0.5 mm (x10) 0.1 mm

(x1)0.001 mm (x5)0005mm (x10)0.01 mm

00 mmymin

0.001-0.1 mm

[(x5)0.5mm [x10) 0.1 mm

(x1)0.001 mm (x5)0.0065mm (x10)0.01 mm

1700 R.EM.

508 x 50 x 203 mm [ max. S08x76x203 mm )

20 HP [Option 30 HP)

20 HP 25 HP
AC SERVO MOTOR 1 Kw
AC SERVO MOTOR 1 Kw

1/2 HP
28500 kgs 33000 kgs 37500 kgs
33000 kgs 38000 kgs 43000 kgs

§60x370x400cm BBOx370x400cm 1100x370x400cm 1320x370x 400 cm 1540 x 370 x 400 cm

Machine dimensions [LxWxH)

» Wheel Balancing Arbor » Tool Box and Tools

660x410x400cm BB0x410x400cm 1100x410x400cm 1320x410x400cm 1540 x 410 x 400 cm

Packing (Container) 401 40%1 + 201 40'%1 +20%]1 40%2 40%1 +40FRx 1
# The working lengihs con be orderd by the customes. Please contact PERFECT MACHINE CO., LTD.

STANDARD ACCESSORIES

e Grinding Wheel = Wheel Balancing Base » Parallel Dresser Device

= Wheel Flange » ‘Whee| Dresser with Diamond e Coolant System

» Flange Bxtractor » Leveling Screw and Piates » Automatic Down Feed System

e Hydraullc Ol Air Chiller




ccuracy and Productivity

» All major parts are manufactured from
high tensile cast iron, tfempered and
stress relieved for best rigidity and
stability.

P Structural parts are rib reinforced for
outstanding rigidity.

» Slant beam construction for
outfstanding load distribution.

Vertical Wheel Head (optional)

e machine is

» Short distance from the wheel spindie
to beam surface ensures high
stapility for heavy duty grinding.
» Linear guide ways on Y, Z-axis.
» High precision, pre-tensioned ball h—.

withy oy verficnl whaa!
y W a verfic igl="=

screws reduce thermal strain ' A
while ensuring high positioning I d
accuracy. g 1 .
> Automatic lubrication 1 i :i
» Vertical and cross feed 1 A .!-".i.'
are controlled by AC [ |
servo motors and i 2
M.PG. handwheel. f g - .,,?_]#—

P Extra wide span
pbetween columns
for outstanding rigidity.




Longitudinal by Hydraulic . Cross Vertical by AC Servo Motor (Longitudinal : Vee-Flat
Ways . Cross / Vertical:Linear Guide Ways)

PEG-1602508HR (1600X2500MM) (64"x100"1+Auto. Down Feed

Features:

Main casting are using high tensile cast irons, well ribbed, tempered and stress relief for best rigidity and
stability,

The crossbeam is used slant guide designing and cooperating with haih
precision roller type linear guide, to have the strong in rigidity structure, can
improve and process rigidity, reduce to shakes and ocut of shape.

For column and cross sliding way are using high precision linear guide, ball
scrow and servo motor drive,

For ¥,Z axis movement is operated by a manual pulse generator( M,P,G)
Uit

The working table used stepless variable proportional valve in hydraulic
system, its speeds can be adjusted according to the conditions of work
piece.

@ Continuous compulsory lubrication system.



An optional auxiliary wheel heads is available and to be mounted on the left
hand side of cver-arm for versatile grinding applications,







Longitudinal by Hydraulic . Cross Vertical by AC Servo Motor (Longitudinal : Vee-
Flat Ways . Cross / Vertical:Linear Guide Ways)

PFG- PFG- PFG- PFG- PFG-
Specifications| 120200AHR | 120300AHR 120400AHR 120500AHR 120600AHR
160200AHR | 160300AHR 160400AHR 160500AHR 160600AHR
Table size 1200x2000 1200x3000 1200x4000 1200x5000 1200x6000
1600%x2000 1600x3000 1600x4000 1600x5000 1600x6000
Max.grinding = 1200x2000 = 1200x3000 1200x4000 1200x5000 1200x6000
surface (mm) 1600x2000 = 1600x3000 1600x4000 1600x5000 1600x6000
Max.
distance
center of 1000mm(OPTION 1200mm)
spindle to
table
Table speed 1~25M / min
Auto. Cross
feed 0-50 mm
increment
Power cross
feed 1050
(mm/min)
Cross feed lrev: (x1)0.1lmm (x5)05mm (x10) 1mm
with M.P.G lgra:(x1)000lmm (x5)0005mm (x10)0.0lmm
Rapid power
hand 600 mm/min
elevation
Auto. Down
feed(Option) 0.901-0.1-mm
Vertical down lrev: (x1)0.1mm (x5)0.5mm (x10)1mm
feed with
M.P.G lgra:(x1)0.00lmm (x5)0.005mm (x10)0.0lmm
Wheel
Spindle 1150 R.P.M
g‘.’hee' . 508x50%127 mm (OPTION 508x76x203)
imension
Spindle
o 20HP (OPTION 30HP)
Hydraulic
puMp motor 15HP 20HP 25HP
Fulko. Crgss AC SERVO MOTOTR 1 Kw
feed motor
Rapid head
elevation AC SERVO MOTOTR 1 Kw
motor
Machine net 20000 Kgs 24000 Kgs 28500 Kgs 33000 Kgs 37500 Kgs
weight 23000 Kgs 28000 Kgs 33000 Kgs 38000 Kgs 43000 Kgs
Machine 665%330x358 885x330x358 1105x330%358 1325x330x%358 1545%x330x358
dimension 665x370x358 885x370x358 1105x370x358 1325x370x358 1545x370x358
(LXWXH) (cm) (cm) (cm) (cm) (cm)
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